RESTRICTED


Pyrocartridges for PJ-10

The pyrocartridges are first fire element and required to function with a high degree of accuracy and reliability in the rocket propulsion system. 7 Types of pyrocartridges PDO I, II, III, IV and EVP-19 Red, Green and Blue have been developed for ignition of various rocket motors and other operations of PJ-10 missile. All specified parameters like No Fire Current (NFC), All Fire Current (AFC), Ignition Delay and Pressures in a specified volume have been achieved. A number of pyrocartridges are used in a single missile for various operations. In order to meet the large requirement of pyrocatridges, TOT of these pyrocartridges needs to be transferred to OFB/private industries. 
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Electrical Parameters:-
Resistance perbridge :0.2t0 0.6 0

NFCperbridge 1500 mA
RFCperbridge 12A
Pavg.in 10cc C.V :Red—10 £2 MPa, Blue —20 £4 MPa,

Green—25+5 MPa
B) PYRO ENERGY SENSOR OBTURATOR { PDO PYROCARTRIDGES )

PDO-1 PDO-II PDO-1II PDO-IV

Electrical Parameters:-

Resistance perbridge :0.3t00.50
NFCperbridge 1 150 mA
RFCperbridge D 1A

Pavg.in 10cc C.V :-
PDO-I — 20+4 MPa,PDO-IIl — 40 £8 MPa
PDO-Il — 25+5 MPa,PDO-IV — 55 *10 MPa



























































































































































































































































































































































